
Longer lasting Hypalon fabric.
Tube fabric

Ply wood sprayed with epoxy paint
Hull or Board material

Carrying handles, rowlocks, oars, chaffing strips under
tubes and transom, towing point, bellows, repair kit,
operation manual, hinged ply floor, rowing thwart, carry
bag.

Standard Equipment

Spray dodger, davit lifting system.
Optional equipment
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Hypalon Inflatable with wooden transom

A compact versatile tender suitable for rowing or a small outboard. The raised floor gives a
catamaran effect which improves rowing and towing.  The gradual bow rise deflects spray
down giving a soft dry ride.  Large diameter tubes ensure excellent stability while Lancer’s
unique rounded stern maximises internal room and stowability.
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Principal dimensions

LANCER INDUSTRIES LTD

Motor recommendations

Metric m
Feet

Length    Beam    Length     Beam     Diam       bers

2.8 1.52 2.20 0.72 0.40 3

9.2 5.0 7.2 2.4 1.3

Overall                Internal           Tube         Cham

Load carrying data

485
Max load Kg

5
Max persons

6
Max hp

2
Min hp

2-6
Rec hp

(Excl. packaging) Packed dimensions

Standard Equipment only

InclBoard Incl Incl

Weight
kg

Height
m

Length
m

Width
m

Total 

220.35Hull 1.15 0.55 0.22

40.010
Extras NaNa 8Na

 m3

 kg 

   *Wgt includes

*

Fittings & layout in pictures may be non-standard,
see Standard Equipment for latest specifications.

Shaft Length

Dead Rise
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