
23 Deg

Long lasting Hypalon fabric
Tube fabric

The hull is a fibre reinforced glass structure.  The glass
coated frames and glass floor contribute to structural
strength.

Hull or Board material

Pedestal steering with seat in front.  Bolster steering
positionSteering and controls fitted,  2 x internal life lines,
6 x external grabhandles, below deck fuel tank, 2 x fwd
hatches,

Standard Equipment

Numerous options available
5 man straddle seats for crew with storage below,  four
point davit lifting system,

Optional equipment
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An extremely strong deep vee fiberglass hull with Hypalon tubes.  Exceptional
Performance.  Ideally suited for Leisure use or Mega Yacht Tender.   A Glamorous
“Diesel Jet” Rigid Inflatable Boat.
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Principal dimensions

LANCER INDUSTRIES LTD

Motor recommendations

Metric m
Feet

Length    Beam    Length     Beam     Diam       bers

5.7 2.57 1.6 1.57 .45

18.7 8.4 5.2 5.2 1.5

Overall                Internal           Tube         Cham

Load carrying data
Max load Kg

10
Max persons

Max hpMin hp
230

Rec hp

(excludes packaging)  Packed dimensions

Standard Equipment only

0Board 0 0

Weight
kg

Height
m

Length
m

Width
m

Total 

1001Hull 0.00

1001.00
Extras

 m3

 kg 

   *Wgt includes

*

Fittings & layout in pictures may be non-standard,
see Standard Equipment for latest specifications.

Shaft Length

Dead Rise
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