
Longer lasting Hypalon fabric, Locktrack tube attachment
enables replacement in 60 mins

Tube fabric

Hand laid fibre reinforced glass.  23 degrees dead rise
amidship.

Hull or Board material

Steering console w/navigation station, bronco seats,
transom seat, engine box w/rail, Hydralic steering, Integral
300L fuel tank, batteries x 2, Nav and deck lights, Bilge
pump, Compass, davit lifting,Fire extinguisher, Paddle,
Boat hook, Anchor, Lifting arrangement, Yanmer
6LP-225kW Diesel, Hamilton Jet274, (35kts @ 3000kg),
self draining scuppers, pushpit

Standard Equipment

Road trailer, Craadle, Self righting, Radar, VHF Radio,
Depth sounder, GPS, A Frame (Arch), Samson Post

Optional equipment

Semi-Rigid Inflatable Boat

A robust diesel powered, waterjet, Seaboat for 10 persons.
Built to the ABS Naval High Speed Rule, rated at 35 kts.
Ideal for ship to ship or shore, surveillance, interception.

Built for minimum maintenance and maximum service reliability.
Complete with full Integrated Logistic Support package.
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Principal dimensions
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Motor recommendations

Metric m
Feet

Length    Beam    Length     Beam       Diam         bers
7.3 2.8 6.03 1.9 0.49 5

24.0 9.2 19.8 6.2 1.6

Overall                Internal             Tube        Cham-

Load carrying data

500
Max load Kg

10
Max persons

Max hpMin hp
230

Rec hp

(excludes packaging)  Packed dimensions

Board

Weight
kg

Height
m

Length
m

Width
m

Total 

22502350Hull 6.7 2.2 ?
2250.0

Extras

 m3

 kg 

   *Wgt includes

*

Boats, fittings & layout in pictures may be non-standard,
see Standard Equipment for latest specifications.

Shaft Length

Dead Rise

RD730 Stealth Seaboat 646 (w/Radar arch)
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