
Longer lasting Hypalon fabric
Tube fabric

Hand laid fibre reinforced glass.  23 degrees dead rise
amidship.

Hull or Board material

Cabin, Engine Box, Mooring Cleats/Bollard x 3, Rubbing
Strake, Lifelines Internal and Cabin Grahrails, Steering,
Yanmar 240hp, HamiltonJet HJ213, Bilge Pump x 2,
Cabin Doorway, Samson Post, Swim Platform, Gearbox

Standard Equipment

Trailer & warrant of fitness & registration, Bimini frame
and cover, outdoor carpet, storage dust cover, dive ladder,
ski pole

Optional equipment
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Semi-Rigid Inflatable Boat

All the performance and benefits of a RIB with a comfortable and
spacious cabin and a diesel jet drive.  The RD750 is a versatile
boat ideal for diving, fishing and fun.
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Principal dimensions

LANCER INDUSTRIES LTD

Motor recommendations

Metric m
Feet

Length    Beam    Length     Beam     Diam       bers

7.5 2.75 6.25 1.77 0.49 5

24.6 9.0 20.5 5.8 1.6

Overall                Internal           Tube         Cham

Load carrying data

500
Max load Kg

6
Max persons

Max hpMin hp
230

Rec hp

(excludes packaging)  Packed dimensions

Board

Weight
kg

Height
m

Length
m

Width
m

Total 

25602350Hull 6.7 2.2 ?

2560.0
Extras

 m3

 kg 

   *Wgt includes

*

Boats, fittings & layout in pictures may be non-standard,
see Standard Equipment for latest specifications.

Shaft Length

Dead Rise

RD750 with Cabin - Diesel Jet #700
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